
HF MARIN  |M510E 

GENERAL
  TX  
RX 
DSC 
AIS1, 2*1

156 025–161 425 MHz*3 
156 300–161 925 MHz*3 
156 525 MHz 
161 975, 162 025 MHz

INT, USA, ATIS*2 

T 16K0G3E (FM), 16K0G2B (DSC) 
16K0GXW (AIS)*1

13 8 V C (10 8–15 6 V C)

C TX  25 W  
RX  M x. audio

5 0 A 
4 0 A (  HM-195)

–20°C  +60°C; –4°F  +140°F

50 

 (aproxima ) 730 g; 1.6 lb
 ( )

TRANSMI
  (a 13 8 V C) 25 W, 1 W 

±5 kHz

±0 5 kHz 

 0 25 μW (a 25 W)

M  40 dB

M  70 dB 

RECE
Sensi  (a 20 dB SINAD)

DSC (1% BER)
 –5 dBμ
–1 dBμ emf

  
DSC (1% BER)

M  75 dB 
M  73 dBμ emf

 
DSC (1% BER)

M  75 dB 
M  73 dBμ emf

Intermodula  
 DSC (1% BER)

 75 dB 
M  68 dBμ emf

 M  40 dB

 
(a 10% distor ) 

   

LAN
IEEE802.11 b/g/n

WEP (64/128 bit), WPA-PSK (TKIP),
WPA2-PSK (AES)

C 1  13 ( 2 4 GHz)*4

 10 mW/MHz

*1 . *2  
. *3 . 

*4 .
EN301 025-2, -3. 

tandar MIL 810 G
M

Low Pressure 500.5 I, II
High Temperature 501.5 I, II
Low Temperature 502.5 I, II
Temperature Shock 503.5 I–C
Solar Radiation 505.5 I
Rain 506.5 I
Humidity 507.5 II
Salt Fog 509.5 –
Dust Blowing 510.5 I
Immersion 512.5 I
Vibration 514.6 I
Shock 516.6 I, IV

 MIL-STD-810-C, -D, -E  -F.

 & IP68 Dust-tight and waterproof protection

IC-M510E 
AIS 

IC-M510E AIS Integra
IC-M510E No inclu

   

 
. .

MBZ-1

 

 
.

MBF-7

UT-112A

DIMENSION S 

:
• , HM-205RB   • 
•  • 

MA-510TR

CLAS  B 

SP-37

COMMANDMIC™

•  OPC-1540. 
6 1 m (20 ft)

• Micr
•  

conector

“Distress” * 
HM-195

*  M-229 
“Distress”   

HM-195GW
or HM-229W 
( )

Su

HM-195GB
or HM-229B  
( )

-  

HM-205RB

CT-M500
 NMEA 2000™ .

 IC-M510E via WLAN.

. 

OPC-1541 
(6 1 m, 20 ft)

EXTENSI N 

 COMMANDMIC™

GNSS 

UX-241

iOSTM/AndroidTM  

IC-M510E  
DSC.

RS-M500*

 
CONTROL 

* Android™/iOS™ . Google Play™/App Store.

OPC-1000 
(6 1 m, 20 ft)

 HM-205RB

32 
 

. 
 30 W,

Impedan : 4 Ω

CT-M500

Icom, Icom Inc. and the Icom logo are registered trademarks of Icom Incorporated (Japan) in Japan, the United States, the United Kingdom, Germany, France, Spain, Russia, Australia, New Zealand and/
or other countries. COMMANDMIC and AQUAQUAKE are trademarks of Icom Inc. (Japan) in the United States. NMEA 2000 is a trademark of the National Maritime Electronics Association, Inc. Android 
and Google Play are registered trademarks or trademarks of Google LLC. IOS is a trademark or registered trademark of Cisco in the U.S. and other countries and is used under license. App Store is a 
service mark of Apple Inc. All other trademarks are the properties of their respective holders.
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HF MARIN



WLAN

D

U  RS-M500 (  iOS™/Android™) 
 IC-M510E  WLAN. 

 COMMANDMIC™.

 

&

Clas -D WLAN 

 (

transponde ),  IC-M510E 

. 

*  .

 

. 

.

waypoints. 

IC-M510E 
 ( : 53 6 

mm) 

AIS 

WLAN

 (RS-M500) IC-M510E



|M510E 
COMMANDMIC™

HM-195GB

HM-229B

WLAN

WLAN

COMMANDMIC™ HM-195/HM-229 

IC-M510E

CT-M500 
 NMEA 2000™ 

.  CT-M500 
 radio 

 WLAN. 

  NMEA 2000™ 

•
• NMEA 0183/HS, NMEA 2000™( CT-M500)
• GNSS  (Selec

o us  UX-241 GNSS)
• IP68  (1 m    60 minut s)

•  ( CT-M500)
• UT-112A
•  AquaQuake™ 

•

•
• Contro  COMMANDMIC™ HM-195 o HM-229
•

. 

P

CT-M500

 


